Part 1 


OPERATION OF 
INSTRUMENTS AND 
CONTROLS— 


Chapter 1-8 
Other equipment 


Clock 

Cigarette lighter and ashtray 
Glovebox 

Cup holder 

Floor mat 


Clock 


The digital clock indicates the time 
with the ignition key at the “ACC” or 
“ON” position. To reset the hour, de- 
press the “H” button. To reset the min- 
utes, depress the “M” button. To ad- 
just the time to full hour, depress the 
“:00” button. 


For example, if the “:00” button is de- 
pressed when the time is between 
1:01—1:29, the time will change to 1:00. 
If the time is between 1:30—1:59, the time 
will change to 2:00. 

When the instrument panel lights are 
turned on, the brightness of the time indi- 
cation will be reduced. 


Once the electrical power source has 
been disconnected from the clock, the 
time is automatically set to 1:00 (one 
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Cigarette lighter and ashtray Glove box 


Use a Toyota genuine cigarette lighter or 
equivalent for replacement. 


P Lock spring plat 


To operate the cigarette lighter, press 
it in. When it becomes heated, it auto- 
matically pops out ready for use. 

If the engine is not running, the key must 
be in the "ACC” position. 

Do not hold the cigarette lighter pressed 
in. 

When finished with your cigarette, thor- 
oughly extinguish it in the ashtray to pre- 
vent other cigarette butts from catching 
fire. After using the ashtray, close the ash- 
tray cover completely. 

To remove the ashtray, open the ashtray 
cover and pull it out. 
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To open the glovebox door, compress 
the lock release buttons. 


Cup holder 


= 


To use the cup holder, push it and pull 
it out completely. 


The cup holder is designed for holding 
cups or drink—cans fit snugly in its holes. 


Floor mat 


Use a floor mat of the correct size. 


If the floor mat has a hole, then it is de- 
signed for use with a locking clip. Fix the 
floor mat and locking clip into the hole in 
the floor carpet. 
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